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IBR Velo
Industrial Cladding. Sandwich 
in-situ

Description
Rolls of ISOVER glass wool, non-hydrophilic, faced on one side 
with a glass veil to increase tensile strength.

Applications
Thermal and acoustic insulation for in-situ metal 
sandwich construction.

Advantages
• Excellent tensile performance.
• Light product.
• Ease and speed of installation.
• Does not produce dust.
• Maintains its properties throughout the installation process.
• Fully stable material.
• Non-perishable and odourless.
• Inhospitable environment for micro-organisms.
• Chemically inert and environmentally friendly.
• Maintenance-free.
• Promotes energy efficiency and savings.

   

Certificates
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IBR Velo 

 Technical properties
Symbol Parameter Units Value Norm

λD Stated thermal conductivity W/m.K 0.040 EN 12667 
EN 12939

CP Approximate specific heat J/(Kg.K) 800 -

AFR Resistance to air flow kPa.s/m² >5 EN 29053

- Reaction to fire Euroclase A1 EN 13501-1

WS Water absorption kg/m² < 1 EN 1609

MU Resistance to water vapour diffusion factor, μ - 1 EN 12086

DS Dimensional stability, Δε % <1 EN 1604

Thickness 
d, mm

Stated thermal resistance 
RD, m

2.K/W

Acoustic absorption co-
efficient 
AW, αw

Designation code

EN 823 EN 12667 
EN 12939 EN ISO 354 EN 13162

60 1.35 0.80 MW-EN 13162-T2-DS(23,90)-WS-MU1-AW0,80-AFr5

80 1.80 0.90 MW-EN 13162-T2-DS(23,90)-WS-MU1-AW0,90-AFr5

100 2.25 1.00 MW-EN 13162-T2-DS(23,90)-WS-MU1-AW1-AFr5

   
 

Presentation
Thickness 
d (mm)

Length 
l (m)

Width 
b (m)

m2 
/pack

m2 
/pallet

m2 
/truck

Roll 60 15.00 1.20 18.00 288.00 5184

Roll 80 12.00 1.20 14.40 288.00 5184

Roll 100 10.00 1.20 12.00 240.00 4320

Installation guide
Additional information available at: www.isover.es


