
Sea 
CLIMAVER®

THERMAL INSULATION.
High class insulation keeps the 
medium temperature as designed 
and secures systems operating with 
minimal losses.

SOUND ABSORPTION.
Superior acoustic protection to reduce 
noise transmission through the duct-
or pipework system.

FAST INSTALLATION.
Easy cuts without risk of breakage 
during handling. Exclusive marking 
guidelines for cutting by MTR.

AIR TIGHTNESS.
Maximum tightness.

RECYCLED GLASS.
Recycled material content 80% of the 
product composition.

High-density, ISOVER rigid glass wool panel; the external 
facing is covered with glass mesh reinforced aluminium 
foil, which acts as a vapour barrier, and the internal 
facing with a black reinforced glass neto fabric with high 
mechanical resistance. The system has been designed 
to offer excellent thermal and acoustic characteristics 
and high tightness that make it energy efficient.

Self-supporting duct system for 
ventilation and air-conditioning 
systems
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Sea CLIMAVER®

CHARACTERISTIC SYMBOL UNIT QUANTITIES AND DECLARED VALUES STANDARD

Thermal conductivity
T [°C] 10 20 40 60 EN 12667 

EN 12939λN,P [W/(m.K)] 0.032 0.033 0.036 0.038

CHARACTERISTIC SYMBOL UNIT QUANTITIES AND DECLARED VALUES STANDARD

Frecuency
αp

Hz αw 125 250 500 1000 2000 4000

- EN ISO 354 
EN ISO 11654Practical acoustic absorp-

tion coefficient, αp
- 0.85 0.35 0.65 0.75 0.85 0.90

​

CHARACTERISTIC SYM-
BOL UNIT QUANTITIES AND DECLARED VALUES STANDARD

Reaction to fire - -
External facing B Module No. MED296820CS/004 

Mineral wool core B Module No MED296820CS/001 
Internal facing B Module No. MED296820CS/003

IMO

Resistance to the diffu-
sion of water steam of 

mineral wool, μ
MU μ 1 EN 12086

Resistance to the diffu-
sion of water steam of 

facing
Z m2·h·P/mg 130 EN 12086

Thickness of the air layer 
equivalent to water vapor 

diffusion, Sd
Sd m 100 EN 12086

Airtightness - Class C
UNE-EN 
13403 

EN 1507

Resistance to pressure - Pa 1200 EN 13403

Dimensional stability, Δε Δε % <1 EN 1604

Storage conditions - - The product must be stored indoors, in well-ventilated areas 
and away from heat sources direct. -

Miscellaneous - -

High sound absorption αw= 0,85. 
Fungistatic and inert to bacteria - test according to EN 13403. 
Tested to be easy to clean internally and facilitate maintenance 

operations. 
Lightweight and easy to install. Sustainable product: recycled 

material> 65% and 100% recyclable.

-

DELIVERY FORM: STANDARD DIMENSIONS / PACKAGING INFORMATION

Thickness d (mm) Length l (m) Width b (m)

25 3.00 1.19

​


