
1/2

Panel Cubierta 
ISOVER 175
Roofing

Description
Rigid non-absorbent unlined ISOVER stone wool panel.

Applications
Due to its outstanding thermal-acoustic and mechanical 
properties, the Panel Cubierta ISOVER 175, is the perfect choice 
for:

•	 Flat and conventional sloping roofs.
•	 Suitable for metal roofs and on-site «sandwich» construc-

tions.

Advantages
•	 Optimum thermal, acoustic insulation and protection contre 

l’incendie for roofing.
•	 Especially recommendable for light roofing.
•	 High resistance to compression.
•	 Sustainable product, manufactured from recycled material.
•	 Inert material ensures an inhospitable environment for mi-

cro-organisms.
•	 Maintains unaltered system performance throughout the use-

ful life of the building, with no drop-off over time.

   

Certificates
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Panel Cubierta 
ISOVER 175​

 Technical properties
Symbol Parameter Units Value Norm

λD Stated thermal conductivity W/m.K 0.040 EN 12667 
EN 12939

CP Approximate specific heat J/(Kg.K) 800 -

AFR Resistance to air flow kPa.s/m² >5 EN 29053

- Reaction to fire Euroclase A1 EN 13501-1

WS Water absorption kg/m² < 1 EN 1609

MU Resistance to water vapour diffusion factor, μ - 1 EN 12086

SD Dynamic stiffness MN/m3 10 EN 29052-1

CP Compressibility, c mm 5 EN 13162 
EN 12431

CS Compression resistance at 10% deformation, σ10 kPa 65.0 EN 826

DS Dimensional stability, Δε % <1 EN 1604

Thickness 
d, mm

Stated thermal resistance 
RD, m

2.K/W

Acoustic absorption co-
efficient 
AW, αw

Designation code

EN 823 EN 12667 
EN 12939 EN ISO 354 EN 13162

40 1.00 0.70 MW-EN 13162-T6-DS(70,90)-WS-MU1-SD10-CP5-
AW0,70-AFr5

50 1.25 0.70 MW-EN 13162-T6-DS(70,90)-WS-MU1-SD10-CP5-
AW0,70-AFr5

  ​
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Presentation
Thickness 
d (mm)

Length 
l (m)

Width 
b (m)

m2 
/pack

m2 
/pallet

m2 
/truck

Panel 40 1.00 1.20 4.80 72.00 1872

Panel 50 1.00 1.20 4.80 57.60 1498

Installation guide
Additional information available at: www.isover.es


